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475 (max)

®410

475 (max)

430 (max)

410 (max)

| M6 ta Bon vi Théng s6
Description Unit Data
e - E—— i CT222C103C | CT22-2C104C | CT22-2C105C | CT22-3C103B
ota B o ond so Kiéu CT22-20503C | CT22-2C504C | CT22-2C505C | CT22-3C503B
Description Unit Data CT type CT22-2C103CTCS | CT22-2C104CTCS| CT22-2C105CTCS | CT22-3C103BTCS
CT22C101C | CT222C102C | CT223C101B | CT22:301028 CT22-2C503CTCS | CT22-2C504CTCS | CT22-2C505CTCS | CT22-3C503BTCS
Kiéu CT2220501C | CT22:20502C | CT223C501B | CT22:3C5028 | CT22:2C1501C So d6 d&u day
e CT22-2C101CTCS | CT22-2C102CTCS | CT22-3C1OMBICS | CT22-3C102BTCS | CT22-26501CTCS Connection diagrams LD I L0 L7
CT22-2C501CTCS | CT22-26502CTCS | CT22-30501BTCS | CT22-3C502BTCS Ti&u chugn
S0 46 dau day Hs s " L1 e S TCVN 5928-1995; [EC 185; IEC60044-1
(T?‘f””e:“gn diagrams Bién ap danh dinh / Dién ap thif tan s6
leu chuan o ié ién 4 ¥
TCVN 5928-1995; IEC 185; IEC60044-1 cong nghiép/ Dién ap thir xung
Standard Rated voltage / Power frequency withstand kv 2B
Bién ap danh dinh / Bién ap thir tAn s6 voltage/ Impulse withstand voltage BIL
cong nghiép/ Dién ap thl xung o % -
. kv 24/60/125 Téan s6 danh dinh
Rated voltage / Power frequency withstand Rated frequency Hz 50

voltage/ Impulse withstand voltage BIL

SOV - Hé s6 dong nhiét dién danh dinh
Tan s6 danh dinh > GLdIg !

Rated thermal current factor

1.2

Rated frequency Iz 50 S6 16
Hé sé dong nhiét dién danh dinh 12 NUGTSET 6F GaEs 2 hoac (or) 3
= ung lugng - Cap chinh xac o&C (or -0. va (an
Raicihamallelineniaoiol Dung | Cép chinh 15VAh 30VA - 0.5/5P10/5P10 d
SG [0i 2 hoac (or) 3 Burden - Accuracy class 15VA hoac (or) 30VA-0.5/5P20
(or)
Number of cores i SG pha
Dung lugng - Cép chinh xac 15VA hoac (or) 30VA - 0.5/5P10/5P10 va (and) Number of phase 1
Burden - Accuracy class 15VA hoac (or) 30VA - 0,5/5P20 Vi tri l3p dat Ngoai troi
S6 pha 1 Service type Outdoor
Number of phase Chiéu dai dudng ro nhd nhéat R
Vitri lap dat Ngoai trai Creepage distance 2
Servicetype Outdoor Kich thuéc ngoai mm Xem hinh vé
Chiéu dai dudng ro nho nhat . 25 Outer dimensions See drawing
Creepage distance Khéi IUong
Kich thudc ngoai m Xem hinh v& Weight kg 0
Quter dimensions See drawing
Khdi lugng kg 68 Dong 0 cp danh dinh 3 nc (A) 5 10 15 25 50 75 100 | 150 | 200 | 100 | 100
Weight Rated primary current 3 ratios (A) 10 20 30 50 100 150 200 | 300 400 300 300
20 40 60 100 200 300 400 600 600 600 750
Dong sacapdanhdinh 1ndc(A) | 5 | 10 | 15 | 20 [ 25| 30 | 40 | 50 | 60 | 75 | 100|150 | 200|250 | 300|400 | 500 Dong sd cap danh dinh 4 néic (A)
Rated primary current 1 ratio (A) ) e G A s ) 15-30-40-60 50-100-300-500 100-200-300-400 100-300-500-600
Dong so cép danh dinh 2 ndc (A) 5110|1520 | 20| 25| 30| 50| 75| 75 (100 150|200 | 250 Déng so cip danh dinh 5 nac (A
Rated primary current 2 ratios (A) 10 | 20 | 30 | 30 | 40 | 50 | 60 | 100| 100| 150|200 | 300 | 400 | 500 Rategd primapry T 5 ratios((A)) 50-100-150-200-250 100-150-200-250-300 100-200-300-400-500
Dong thir c&p danh dinh . o 5 Dong tha cép danh dinh o
Rated secondary current 1A hoac (or) 5A hoac (or) 5Ava(and) 1A i) Seimandr e 1A hoac (or) 5A
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410 (Max)

Mé ta Pon vi Théng s6
Desctription Unit Data
" CT22-2C101C CT22-2C102C CT22-2C103C
Kiéu CT22-2C501C | CT22-2€502C | CT222C1501C | €T722-20503C
CT type CT22-2C101CTCY CT22-2C102CTCS| CT22-2C1501CTCS | cT22-2C103CTCS|
CT22-2C501CTCY CT22-2C502CTCS CT22-2C503CTCS

So d6 dau day
Connection diagrams A3 IRk R k7
Tiéu chudn
Standard TCVN 5928-1995; |EC 185; IEC60044-1
Dién ap danh dinh / Dién ap thii tan s6
cong nghiép/ Bién ap tht xung
Rated voltage / Power frequency withstand Y 24/60/125
voltage/ Impulse withstand voltage BIL
Tan sé danh dinh Hz
Rated frequency 50
Hé sé dong nhiét dién danh dinh 12
Rated thermal current factor :
S6 16 2
Number of cores
Dung lugng - Cap chinh xac . - _
Burden - Accuracy class 15VA; 20VA hoac (or) 30VA - 0.5/5P20
Sé& pha y
Number of phase
Vi tri 13p dat Ngoai trai
Service type QOutdoor
Chiéu dai dudng rd nhé nhat
Creepage distance Y 25
Kich thudc ngoai il Xem hinh vé
Outer dimensions See drawing
Khéi lugng
Weight kg 73
Dong sa ¢ap danh dinh 1 n&c (A)
Rated primary current 1 ratio (A) 600 750 800 1000 20 1250
Dong sa c&p danh dinh 2 ndc (A)
Rated primary current 2 ratios (A) 300-600 400-600 400-800 500-1000 600-1200
Dong so cp danh dinh 3 néc (A) 300-600-800 400-600-800 400-800-1200
Rated primary current 3 ratios (A)
Dong th c&p danh dinh . . N
it sy il 1A hoac (or) 5A  hoac (or) 5Ava (and)1A
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OUTDOOR, EPOXY CASTING TYPE, 1 PHASE MEDIUM VOLTAGE CURRENT TRANSFORMERS

Mo ta Pon vi Théng s6
Description Unit Data
CT352C101C CT35-20102C CT35:3C101B (CT35-3C1028
Kiéu CT352C501C CT35-2C502C CT35-3C501B CT35-3C5028 CT35-201501C
CT type CT352C101CTCS | CT35:201020TCS | (CT353C101BTCS | (CT35-3C102BTCS |  CT35-201501CTCS
CT35-2C501CTCS |  CT35-2C502CTCS CT35-3C501BTCS CT35-3C502B1CS
So d6 ddu day
Connection diagrams b b bl b2 (RES
Tiéu chuén : :
Standard TCVN 5928-1995; IEC 185; IEC60044-1
Dién ap danh dinh / Dién ap th{ tan s6
cong nghiép/ Pién ap thd xung
Rated voltage / Power frequency withstand kv ST
voltage/ Impulse withstand voltage BIL
Tan s6 danh dinh
Rated frequency Hz 50
Hé s dong nhiét dién danh dinh 1%
Rated thermal current factor :
S6 I5i -
Number of cores 2 leEie (@) 3
Dung lugng - Cap chinh xac 15VA hoac (or) 30VA - 0.5/5P10/5P10 va (and)
Burden - Accuracy class 15VA hoac (or) 30VA - 0.5/5P20
S6 pha 1
Number of phase
Vi tri 13p dat Ngoai trdi
Service type Qutdoor
Chiéu dai dudng rd nhd nhat
Creepage distance mm/kV 25
Kich thuge ngoai Xem hinh vé
Outer dimensions ] See drawing
Khai lugng
Weight kg [
DS 5 =l Gl Gl ) W () 5 | 10| 15|20 | 25|30 |40 50| 60| 75]|100|150|200| 250300400500
Rated primary current 1 ratio (A)
Dong sa cép danh dinh 2 néc (A) 5 |10 | 15|20 |20 | 25|30 (50| 75| 75 [100| 150|200 | 250
Rated primary current 2 ratios (A) 10 | 20 [ 30 | 30 | 40 | 50 | 60 [100| 100|150 200 | 300|400 | 500
Dong thir cap danh dinh = = N
o] S e 1A hodc (or) 5A hoac (or) 5Ava (and)1A
VR 4
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410 (Max)

CT35-2C103C “

Mé ta Don vi Théng s6
Description Unit Data
CT35-2C103C CT35-2C104C CT35-2C105C CT35-3C103B
Kiéu CT35-2C503C CT35-2C504C CT35-2C505C CT35-3C503B
CT type CT35-2C103CTCS | CT35-2C104CTCS | CT35-2C105CTCS | CT35-3C103BTCS
CT35-2C503CTCS | CT35-2C504CTCS | CT35-2C505CTCS | CT35-3C503BTCS
Sl 6o GE 1 H.6 H.8 H.10 H.13
Connection diagrams
— 2
S ehuidin TCVN 5928-1995; IEC 185; IEC60044-1
Dién ap danh dinh / Bién ap th{r tdn s
c6ng nghiép/ Dién ap thdr xung
Rated voltage / Power frequency withstand kv SR
voltage/ Impulse withstand voltage BIL
Tan s6 danh dinh
Rated frequency Hz 50
Hé sé dong nhiét dién danh dinh 12
Rated thermal current factor :
S6 16 =
Number of cores 2l (En) 3
Dung Iugng - Cap chinh xac 15VA hoac (or) 30VA - 0.5/5P10/5P10 va (and)
Burden - Accuracy class 15VA hodc (or) 30VA - 0.5/5P20
Sé& pha ’
Number of phase
Vi tri I3p dat Ngoai trai
Service type Outdoor
Chiéu dai dudng rd nhoé nhat 2
Creepage distance mm/kV 5
Kich thudc ngoai Xem hinh vé
Outer dimensions mm See drawing
Khéi lugng
Weight kg o
Dong so cap danh dinh 3 nac (A) 5 10 15 25 50 75 100 150 200 100 100
Rated primary current 3 ratios (A) 10 20 30 50 100 | 150 | 200 | 300 | 400 | 300 | 300
20 40 60 100 200 300 400 600 600 600 750
DEESE DB, 15-30-40-60 50-100-300-500 100-200-300-400 100-300-500-600

Rated primary current 4 ratios (A)

Dong so c&p danh dinh 5 néc (A)
Rated primary current 5 ratios (A)

50-100-150-200-250

100-150-200-250-300 100-200-300-400-500

Dong thur cp danh dinh
Rated secondary current

1A hoac (or) 5A

M6 ta Pon vi Théng s6
Description Unit Data
s CT35-2C101C CT35-2C102C
Kiéu CT35-2C501C CT35-2C502C CT135-2C1501C CT35-2C503C
CT type CT35-2C101CTCS| CT35-2C102CTCS | CT35-2C1501CTCS| CT35-2C103CTCS|
CT35-2C501CTCS| CT35-2C502CTCS CT35-2C503CTCS|

So d6 dau day
Connection diagrams 3 Il IRL2] k7
Tiéu chuén . .
Standard TCVN 5928-1995; IEC 185; IEC60044-1
Dién ap danh dinh / Dién ap thit tan s
cong nghiép/ Dién ap thir xung
Rated voltage / Power frequency withstand [y SRIOATY
voltage/ Impulse withstand voltage BIL
Tan s6 danh dinh Hz
Rated frequency 50
Hé s dong nhiét dién danh dinh 1%
Rated thermal current factor i
S6 16 2
Number of cores
Dung lugng - Cédp chinh xac . “
Burden - Atcuracy class 15VA; 20VA hoc (or) 30VA - 0.5/5P20 - 0.5Fs10/5P20
S6 pha 1
Number of phase
Vi tri 13p dat Ngoai trai
Service type Qutdoor
Chiéu dai dudng ro nhd nhat mm/kV.
Creepage distance 25
Kich thudc ngoai mm Xem hinh vé
Outer dimensions See drawing
Khai lugng K
Weight 9 80
Dong so cdp danh dinh 1 ndc (A)
Rated primary current 1 ratio (A) 600 750 800 1000 1200 1250
Déng so cdp danh dinh 2 néc (A)
Rated primary current 2 ratios (A) 300-600 400-600 400-800 500-1000 600-1200
Dong so c&p danh dinh 3 ndc (A) 300-600-800 400-600-800 400-800-1200
Rated primary current 3 ratios (A)
Dong thir cép danh dinh " - N
Rategd secon%ary e 1A hoac (or) 5A  hoac (or) 5Ava (and)1A
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2480

560 (max)

2480

560 (Max)

Mo ta Pon vi Théng s6 — ; - -
Description Unit Data M6 ta Bon vi Thoéng s6
CT22-3C101C CT22:30102C CT22-3C103C e sepion Wi Data
CT22-3C501C CT22-3C502C CT22-3C503C CT22-3C101C CT22-3C102C CT22-3C103C
CT35-3C101C CT35-3C102C CT35-3C103C CT22-3C501C CT22-3C502C CT22-3C503C
Kiéu CT35-3C501C CT35-3C502C CT35-3C503C » CT35-3C101C CT35-3C102C CT35-3C103C
CT type CT22-3C101CTCS CT22-3C102CTCS | CT22-3C103CTCS Kiéu CT35-3C501C CT35-3C502C CT35-3C503C
CT22-3C501CTCS CT22-3C502CTCS | CT22-3C503CTCS CT type CT22-3C101CTCS CT22-3C102CTCS CT22-3C103CTCS
CT35-3C101CTCS CT35-3C102CTCS CT35-3C103CTCS CT22-3C501CTCS CT22-3C502CTCS CT22-3C503CTCS
CT35-3C501CTCS CT35-3C502CTCS CT35-3C503CTCS CT35-3C101CTCS CT35-3C102CTCS CT35-3C103CTCS
So do dau day CT35-3C501CTCS | CT35-3C502CTCS CT35-3C503CTCS
: ; H.11 H.12 H.14 So d6 dau da
Connection diagrams U GEY H.11 H.12 H.14
Tiéu chuan Connection diagrams i i :
Standard _ : TCVN 5928-1995; IEC 185; IEC60044-1 -Sntzl;ggrl‘(ljan TCVN 5928-1995; IEC 185; I[EC60044-1
Dién ap danh dinh / Dién ap thir tan s6 == - — —
cong nghiép/ Bién ap thlr xung v 24/60/125 (CT22-3C...) Dién ap danh dinh / bién ap thir tan sb
Rated voltage / Power frequency withstand 35/70/170 (CT35-3C...) céng nghiép/ Bién ap thirxung KV 24/60/125 (CT22-3C...)
voltage/ Impulse withstand voltage BIL Rated voltage / Power frequency withstand 35/70/170 (CT35-3C...)
T . voltage/ Impulse withstand voltage BIL
Tan s6 danh dinh Hz — -
Rated frequency 50 Tan sé danh dinh Hy 0
Hé s6 dong nhiét dién danh dinh 12 Rated frequency .
Rated thermal current factor : Hé s6 dong nhiét dién danh dinh 12
S6 16 Rated thermal current factor :
Number of cores 3 ﬁ(‘) Iéli) " 3
Dung lugng - Cap chinh xac . . LIS QI EiolEl
; 15VA; 20VA hoac (or) 30VA - 0.5/5P20/5P20 D luong - CAp chinh x4
Burden - Accuracy class . ung lugng - Cap chinh xac . o
SSpha 44 B < Ay e 15VA; 20VA hoac (or) 30VA - 0.5/5P20/5P20
Number of phase 1 S6 pha ;
Vi tri 1&p dat Ngoai trof urlber o S—
Service type Outdoor Vitri lap dat Ngoai trai
Chiéu dai dudng rd nhé nhat . Servicetype Outdoor
Creepage distance (AR 25 Chiéu dai duong rd nho nhat mm/kV. o5
Kich thudc ngoai . Xem hinh vé C’reepag,e dlStaﬁ_CS - _
Outer dimensions See drawing Kich thul'cc ngoai . Xem hlnh_ve
Khéi Iuong Outer dimensions See drawing
2R kg 138 Khai |
Weight Oi luong
. Weight kg 138
Dong so cép danh dinh 1 nac (A)
- : ) 5|10[15| 20| 25| 30| 40| 50 | 60| 75|100| 150|200 250| 300| 400|500 Do 40 danh dinh 1 nac (A
Rated primary current 1 ratio (A ong sd cap danh di ac (A)
- ° - Y - = & Rated primary current 1 ratio (A) 600 750 800 1000 1200 1250
Dong sa cap danh dinh 2 nac (A) 5|10| 15|20 (25| 30| 50| 75| 75|100| 150(200| 250 - = - -~
Rated primary current 2 ratios (A) | 10 | 20 | 30 | 30 | 50 | 60 |100| 100|150|200| 300| 400| 500 FD{g?gds; Iﬁ;f;’iﬂfr‘rgm%am ((AA)) 300-600 400-600 | AT | SIE-IEET | R
N 3 " = 5 10 5 25 50 75 100
Dong sa cap danh dinh 3 nac (A) 10 20 | 30 50 100 150 200 | | | | N = - P
Rated primary current 3 ratios (A) 15 30 | a0 75 | 150 | 250 | 300 Dong so cép danh dinh 3 néc (A) 300-600-800 400-600-800 400-800-1200
N P - Rated primary current 3 ratios (A)
Dong thr cap danh dinh 1A hotic (or) 5A Dona i o2 danh dinm
Rated secondary current g ong thr cap danh dinl .
v Rated secondary current 1A hodc (or) 5A  hoac (or) 5Ava (and) 1A
20 _‘VECJ —/\VECU of
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Rated primary current 3 ratios (A)

Mé ta Pon vi Théng s6
Description Unit Data
. CT35-3C102C CT35-3C103C CT35-3C104C
Kiéu CT35-3C502C CT35-3C503C CT35-3C504C
CT type CT35-3C102CTCS CT35-3C103CTCS CT35-3C104CTCS
CT35-3C502CTCS CT35-3C503CTCS CT35-3C504CTCS
Sa d6 dau day
Connection diagrams L) L9 LS
Loy chudn TCVN 5928-1995; IEC 185; IEC60044-1
bién ap danh dinh / Bién ap thi tan s6
cong nghiép/ Dién ap th xung
Rated voltage / Power frequency withstand kv 35/70/170 (CT35-3C...)
voltage/ Impulse withstand voltage BIL
Tan s6 danh dinh
Rated frequency Hz 50
Hé s6 dong nhiét dién danh dinh 12
Rated thermal current factor §
S6 16i 3
Number of cores
Dung lugng - Cap chinh xac . “
Burden - Accuracy class 15VA; 20VA hoac (or) 30VA - 0.5/5P20/5P20
S6 pha 1
Number of phase
Vi tri 18p dat Ngoai troi
Service type Outdoor
Chiéu dai dudng rd nhoé nhat
Creepage distance mm/kV 25
Kich thudc ngoai Xem hinh vé
Quter dimensions LUK See drawing
Khéi lugng
Weight kg Ush
Dong sa cap danh dinh 2 néc (A)
Rated primary current 2 ratios (A) 100-600 100-800
Dong so cap danh dinh 3 nac (A)
100-300-600 200-400-800 300-600-1200

Dong sd cap danh dinh 4 néc (A)
Rated primary current 4 ratios (A)

200-400-600-800

300-600-800-1200

Dong thir c&p danh dinh

Rated secondary current

1A hoac (or) 5A

Mo ta Bon vi Théng s6
Description Unit Data
CT22-3C103C CT22-3C104C
CT22-3C503C CT22-3C504C
CT35-3C103C CT35-3C104C
Kiéu CT35-3C503C CT35-3C504C
CT type CT22-3C103CTCS CT22-3C104CTCS
CT22-3C503CTCS CT22-3C504CTCS
CT35-3C103CTCS CT35-3C104CTCS
CT35-3C503CTCS CT35-3C504CTCS
So d6 dau day
Connection diagrams H.13 H15
Tiéu chud
et TCVN 5928-1995; IEC 185; IEC60044-1
bién ap danh dinh / Dién ap thd tan sé
c6ng nghiép/ Bién ap thif xung v 24/60/125 (CT22-3C...)
Rated voltage / Power frequency withstand 35/70/170 (CT35-3C...)
voltage/ Impulse withstand voltage BIL
Téan s6 danh dinh
Rated frequency 2 50
Hé s6 dong nhiét dién danh dinh 12
Rated thermal current factor i
S6 16i 3
Number of cores
(D) l1iginie) = CE(D @ity 21 15VA; 20VA hosic (or) 30VA - 0.5/5P20/5P20
Burden - Accuracy class
S6 pha )
Number of phase
Vi tri I3p dat Ngoai troi
Service type Outdoor
Chiéu dai dudng ro nhé nhét
Creepage distance mm/kV 25
Kich thudc ngoai mm Xem hinh vé
Outer dimensions See drawing
Khai lugng K
Weight g 3k
Déng so cap danh dinh 3 nac (A) 5 10 15 25 50 75 100 150 200 100 100
Rated primary current 3 ratios (A) 10 20 30 50 100 | 150 | 200 | 300 | 400 | 300 | 300
20 40 60 100 200 300 400 600 600 600 750
Dong sa cap danh dinh 4 n&c (A)
Rated primary current 4 ratios (A) 15-30-40-60 50-100-300-500 100-200-300-400 100-300-500-600
Dong th c&p danh dinh
Rated secondary current 1A hoac (or) 5A
22 —‘VEC:
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